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Summary 

The potential reef-effect of a floating wind park (Hywind Scotland, Equinor) was investigated by 

means of echosounder sampling on a distance gradient from the farm with an autonomous vehicle, 

the Sailbuoy. The temporal and spatial patterns highlighted in this work suggest that the 

installations likely have an effect on the low trophic levels (primary and secondary producers) in 

boosting production and consequently increasing standing stock, which in turn triggers fish 

aggregations. The results, on the other hand, do not support the theory of consistent increased fish 

biomasses in the vicinity of the park over time, but rather a stronger response to the natural 

occurrence of phytoplankton bloom and subsequent trophic cascade.  

While a time lag between phytoplankton and zooplankton increase has been observed in this study, 

the high aggregation of fish was nearly simultaneous with the zooplankton increase, indicating that 

fish responded fast, likely by moving towards the areas of high zooplankton concentration for 

feeding.  

The current project showed the successful use of remotely operated glider technology for 

environmental monitoring of fish aggregations around installations at sea. 
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1 Introduction 

1.1 Objectives & scientific questions 

Equinor has developed and implemented the world's first floating offshore wind farm, 

composed of five floating wind turbines, off the coast of Peterhead, Scotland. In order to 

identify whether the infrastructures generate a "reef-effect" (i.e. increased aggregations due to 

attraction or increased productivity) on local fish population, Akvaplan-niva AS was 

contracted to collect information on fish stock at and around the wind farm. In this report, we 

present the methodologies and the results, along with a discussion on the potential reef-effect 

of this particular farm and concluding remarks on the use of the autonomous technology used 

for this particular experiment. 

1.2 Background 

1.2.1 Reef-effect of offshore wind farms 

Although there are many methodological and ecological challenges associated with studies 

testing a potential reef-effect of artificial installations at sea, significantly increased 

abundance of certain fish species in the vicinity of offshore wind farms has been observed 

(e.g. Lindeboom et al. 2011, and citations therein). In the North Sea, Cod (Gadus morhua) 

and pouting (Trisopterus luscus) were shown to be attracted by wind farms in summertime. 

Tagged cod were mostly observed less than 100 m from these farms, and 90% of the 

observations were made <40m m from the turbines (note that hard substrates extended ~25 m 

from the turbine; Vandendriessche et al. 2013). Moreover, from December to March, tagged 

cod were barely observed close to the turbines, whereas some registrations were recorded in 

springtime. Close to the wind turbines, the abundance was up to 100 times that of the 

reference area. Very weak/non-existing reef-effect was observed between the windmills (>180 

m from the structures, Vandendriessche et al. 2013). Fauna living on the structures (e.g., 

amphipods) has been shown to attract large schools of juvenile whiting. Wind turbine 

structures attract cod and pouting to a much greater extent than shipwrecks (Reubens et al. 

2014). Tagged fish show a strong site fidelity, being found close to the wind turbines 75% of 

the time in summer and autumn. 

1.2.2 Day/night variation of reef-effect 

Although little evidence is available, an experiment was conducted in the vicinity of an oil 

platform in the North Sea (Soldal et al 1998). This study indicated more frequent appearance 

of tagged cod in night-time than in daytime, possibly due to the attractive effect of light 

emitted from the platform in night-time. On the other hand, Ammodytes spp. are known to be 

attracted by wind turbines, but rest buried in seabed sediments in night-time and feed in the 

upper water masses in daytime. Indeed, fish were mostly found close to the wind turbines in 

daytime (e.g., using the structures as shelter), moving to deeper waters further away from the 

turbines in night-time (Leonhard et al. 2013). 

1.3 Approach 

The information found in the literature generally suggests that reef-effect around wind farms: 

¶ has a short spatial range (<100m) 
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¶ is species specific 

¶ varies with season and time of the day 

Given the above, an approach able to sample across different times of the day and for a longer 

period was deemed appropriate. For this, an automated and remotely piloted platform was 

chosen, the Sailbuoy (Offshore Sensing). This platform can be manually piloted as well as set 

on autopilot, allowing for continuous operation throughout the entire sampling campaign. 

A distance gradient sampling design was preferred with respect to a control vs. effect design, 

to account for the large spatial and temporal variability of the system and having little 

information beforehand to appropriately choose a relevant control area. 

To investigate fish aggregation patterns, echosounder technology was used, with sensors 

specifications able to monitor the entire water column in the area (max 120m depth). 

The current preliminary study was not aimed at looking at seasonal differences, therefore the 

4-weeks sampling effort required by the customer was concentrated in the same season 

(summer). 
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2 Material & Methods  

2.1 Selected technology 

Data on fish distribution in the wind park area were collected by means of active acoustic by 

surface glider platform, the Sailbuoy (by Offshore Sensing). 

2.1.1 Platform 

The Sailbuoy is a small autonomous sailboat (length = 2m, weight = 60kg) with no propeller, 

using wind for propulsion and solar energy to power the onboard instrumentation 

(http://www.sailbuoy.no/, see Figure 1). The following instruments were loaded onboard the 

Sailbuoy: a GPS and satellite connection for location and data/commands transfer, 

temperature, salinity, oxygen and frequency fluorescence sensors for oceanographic and 

biological parameters.  

2.1.2 Sensors 

A downward looking echosounder, SIMRAD WBT mini EK80 

(https://www.kongsberg.com/fr/maritime/products/ocean-science/fishery-

research/echosondeurs-scientifiques/simrad-wbt-mini/), mounted with a 200 kHz transducer, 

was used to measure backscatter and monitor the presence of fish in the water column down 

to the bottom (about 100 m deep). The echosounder was gimbled in the roll direction of the 

glider (fixed on the pitch).  

Sensors for water temperature and conductivity (NBOSI), oxygen saturation (Optode 4835, 

Anderaa), and Chla fluorescence and optical backscatter at 700 nm wave length (EcoTriplet, 

SeaBird Scientific) were also installed on the Sailbuoy. 

2.1.3 Sensors' settings 

Oceanographic data and fluorescence were sampled every 15 minutes, while echosounder 

data were sampled differently depending on the distance to the park. When actively passing 

through the park and slightly before entering the area, the echosounder was turned on to 

measure for 10 min every 15 min, while when outside the wind park area it was set to sample 

every hour for reference. 

Echosounder data were recorded in wideband (FM) mode for a frequency bandwidth of 185-

255 kHz. Data were recorded to 200m depth with 33729 data points per ping (0.59cm sample 

thickness), 150W power and 2048 millisec pulse duration. GPS fixes were recorded just 

before and just after the first and last pings of each sample period. 

 

 

http://www.sailbuoy.no/
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Figure 1 Deployment of the Sailbuoy outside of Bergen by Offshore Sensing and Redningsselskapet 

 

2.2 Sampling campaign 

The Sailbuoy was deployed on June 8th 2021 from outside of Bergen (NO) by Offshore 

Sensing with the help of Redningselskapet (Figure 1) and sailed to Hywind (UK) in 14 days. 

Low winds did not allow active crossings of the park until June 25th, which was the first day 

of sampling on site. Data sampling lasted 4 weeks, and on July 23rd he Sailbuoy started its 

return trip to Bergen. The return trip lasted 24 days and the Sailbuoy was collected outside of 

Bergen on August 15th (Figure 2, Figure 3). 

During the data sampling period (June 25th to July 23nd), 15 days were spent around or outside 

the park, due to low winds, while active piloting through the wind farm was possible during 

13 days. On those days, 17 active passes were done (1 to 2 per day, Figure 4). 
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Figure 2 Sailbuoy route from Bergen to Hywind (left, 15 days) and return (right, 24 days). The longer 

duration of the return trip was due to unfavourable winds that did not allow for a straight route. 

 

 

Figure 3 Retrieval of the Sailbuoy by Redningsselskapet. 
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Figure 4 Sampling tracks on site (June 25th to July 23rd). Grey dots are GPS positions, blue dots 

represent EK80 samples, every 15 min and every hour respectively within and outside of the operation 

area (white rectangle). 

 

2.3 Sampling area and risk mitigation 

An area of operation of about 8x4 km around the park was agreed with Equinor (Figure 5), 

based on the expectations from literature research of a relatively small-scale reef-effect (in the 

range of hundreds of meters). Transect lines in the form of distance gradients to the park, 

form min 1 km distance, with no predefined direction, were chosen as the sampling design to 

reach the scientific goals while mitigating the operational challenges (shifting currents due to 

tidal flow). Note that data sampling was intermittent and not continuous on all transects (see 

below 2.1.3). 

Mission planning was performed by identifying risks and identifying mitigation solution. Due 

to the challenging piloting conditions in and around the operation area, the time and direction 

of the active crossings through the park were planned based on the timing and direction of the 

tidal current (sailing with the current). A maximum of two transects in opposite directions 

were possible during one day, with about 6 h difference. 

When active sailing was not possible, the Sailbuoy was parked at a distance from the 

installations to avoid risk of collision and entanglement. The same parking area was used 

repetitively and can therefore be used as a control site in addition to monitoring a distance 

gradient. 

Ship traffic density is high outside Peterhead, however low in a restricted area around the 

wind park. This area was chosen beforehand to park the Sailbuoy when not actively sailing. 

When on site, the area turned out to be too small (currents were stronger than expected and 

winds often low), and a different parking area was identified 12-15 km east of the park, as the 

risk of collision with the installation when parked was deemed higher than with other vessels 

in a trafficked area. 

A visualization portal, Blue Insight by Kongsberg Maritime 

(https://www.kongsberg.com/no/maritime/products/ocean-science/blue-insight/), was used to 

visualize the position of the glider in real time with respect to the wind farm installations as 

well as other objects of reference (boats with AIS passing within 1nm of the glider, 
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bathymetry, coastline, etc). This was instrumental in mission planning, mitigating risks and in 

conducting the survey. 

 

 

Figure 5 Hywind Scotland offshore wind park, with 5 turbines (anchor lines in grey, connecting cables 

in blue) outside of Peterhead (UK). The area of operation (about 8x4 km, white rectangle) and a 

restricted area of low marine traffic (green polygon) surround the installations. 

 

2.4 Data analysis 

2.4.1 Echo sounder data analysis approach 

The raw echosounder data (backscatter in dB) were first analysed by Echoview® (Echoview 

Software Pty Ltd, Hobart, Australia) to: 

- remove signal background noise (i.e. surface air bubbles, seafloor) 

- identify fish schools vs other things (e.g., zooplankton layer/aggregations or 

infrastructure parts). It is possible that in some recordings the floating chains of the 

turbines are visible 

- characterize fish schools (height and width, or area) and its average signal strength 

All echosounder pings (and therefore any metrics based on position, distance or speed) are 

referenced to interpolated locations assuming a constant platform direction and speed. 

A subset of 5 samples were used to develop a workflow in Echoview, which was 

subsequently applied to the full suite of data. Subjective decisions were made within the 

workflow, in particular dB thresholds for object detection and analysis, minimum school 

sizes, and target detection parameters. However, the automated process ensures that once 

these decisions have been made, the same (subjective) values are consistently applied across 

the entire data set. 

The following workflow was applied: 
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1. Clean: Identify and mitigate background noise, intermittent noise, missing data, and 

other unwanted components of the data (i.e. surface, bottom and non-biological 

signal).  

2. Detect: Define the bottom depth, detect volume targets such as aggregations and point 

targets such as individual fish, and partition data. 

3. Classify: Perform absolute and/or probabilistic classifications to differentiate and 

categorize detected targets. 

4. Characterize: Calculate and report metrics from calibrated, cleaned and classified 

echograms, typically to describe distribution, density, abundance, biomass, and 

acoustic properties. 

In this work, non-calibrated data were used, as these only need to be compared relatively to 

each other. Data calibration will be performed at a later stage for scientific publication, in 

order to make the study comparable to others. 

2.4.2 Noise removal 

A surface exclusion line (above which data were considered surface noise) was typically 

identified below 1m depth (and more than 10 m depth in places). A bottom exclusion line was 

calculated using smoothing algorithms and a vertical threshold of 1.5m was applied in 

addition, to ensure all bottom related signal was excluded from further analysis (Figure 6). 

 

Figure 6 Example sample period. From left to right: raw pulse compressed wideband Sv variable, 

processed echogram after cleaning and image processing, colour-coded-by-regions echogram. Pink 

outlines are school region borders and the smaller multi-coloured outlines closer to the bottom in the 

first two echograms are tracked target regions. 

 

In a few instances, a strong reflection signal was attributed to non-biological matter and cross 

matched with the positions of the Sailbuoy. The non-biological signal was isolated and 

removed from further analysis. 
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2.4.3 Biomass detection and classification 

a. Echoviewôs school detection algorithm was used to automatically delineate volume 

targets of interest as school regions (including both fish and zooplankton, pink lines in 

Figure 6). The following classes were identified:  

- layers (which aims to capture the diel vertical migration (DVM) component of 

the backscatter, needs to be min 2 m high to be classified as such),  

- strong schools within layers (indicating a strong fish school within the 

migrating layer or a large aggregation of zooplankton within the zooplankton 

layer itself),  

- strong schools outside layers (likely dense fish schools), and  

- weaker schools (which may include less dense aggregations of fish and/or 

smaller portions of the DVM component). 

b. Echoviewôs single target detection operator was used to automatically identify point 

targets (such as individual fish) based on a localised peak in signal strength. 

Processed echograms, with data points color-coded based on classified regions, were 

exported to PNG files. A custom colour scheme was created in Echoview for this (Figure 

7). 

 

Figure 7 Classification of detections. Medium blue = main migrating layer (zooplankton), Dark blue = 

particularly strong backscatter within the main migrating layer (dense fish schools or aggregated 

zooplankton, not shown in picture), Navy blue = particularly strong backscatter independent of the main 

migrating layer (likely dense fish schools), Light grey/blue = weaker backscatter independent of (or 

smaller in length than) the main migrating layer (likely non dense fish schools or part of the migrating 

layer), Purple = targets (likely individual fish). 
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2.4.4 Choice of indicators 

Different variables were used to characterize fish and zooplankton biomass and aggregation 

characteristics, depending if single targets or schools were detected. For schools (or 

zooplankton layers), the total backscatter for a school (area backscattering coefficient, ABC, 

also called Sa, units m2m-2) was used as a proxy of the school's biomass (McLennan et al, 

2002). ABC for schools in the same biomass type (zooplankton, weak and strong fish schools) 

was summed for a 10 min sample, providing an estimate of total biomass per type per sample 

integrated for the entire water column. Volume back scatter, Sv (in dB ref m2/m3) was used as 

a measure of biomass density (per m3) and presented as the average Sv per 10 min sample per 

biomass type. 

For single fish targets, target density (the number of targets standardized by the water volume 

sampled, unit count/m3) was used as an index of abundance density. 

2.5 Distance gradient from the park 

To investigate the potential of reef-effect of the installations, different distance measures were 

calculated between the installations and each of the echosounder samples. The closest 

distance between a sample and any of the 5 turbine bodies or anchoring chains was calculated 

to look at the small-scale effect of infrastructure on abundance. To look at a broader effect of 

the park as a whole, the distance of each sample from the middle of the park was used. 

In addition, we divided the samples into the following categories, which represent different 

distance classes, but may also give an indication on the level of human disturbance in the area 

(see 2.6.1): 

1. Near Installations: samples within 100 m from a turbine body or anchoring chain (light 

blue area in Figure 8). 

2. In Park: samples within the park, defined as an area around the 5 turbines with a 500 

m buffer zone (dark blue area Figure 8) 

3. Low Traffic area: samples outside the park, but within an identified area of low traffic 

(visually done via Marine Traffic annual statistics maps, light grey area Figure 8) 

4. Outside: samples outside the aforementioned areas 
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Figure 8 The different areas used to categorize distance from the installations and level of 
traffic/fishing pressure. 1) A "near installation" area was defined as the area within 100 m of any 
installation (turbine body or anchoring chain, light blue), 2) the park area was defined as the area 
within the perimeter of the 5 turbine bodies (with a buffer of 500 m, dark blue), 3) a "low traffic" 
area was visually identified from Marine Traffic (light grey here, corresponding to dark blue area in 
Figure 9). 

 

 

Figure 9 Screenshot from Marine Traffic of 1 year traffic data in the area around Hywind Scotland. 
The area outside of Peterhead is characterized by high vessel traffic (all vessel types, increasing form 
yellow to red), as well as the area between the turbines, due to vessels servicing the park. A low traffic 
area with little traffic (dark blue) is seen around the wind park, probably as a consequence of vessels 
avoiding the park. 

 



 

Akvaplan-niva .2021 62861.01    
Side 15 av 46 

2.6 Environmental and human factors 

2.6.1 Marine traffic and fisheries 

Accurate data on marine traffic and fisheries are likely available, but time consuming to 

acquire and this analysis was not within the scope of this project. We however thought it 

relevant to include a rough proxy for these two types of disturbance. Fisheries and traffic are 

likely spatially diverse and do not display gradual change proportional to distance from the 

park. The distance categories outlined in 2.5 were therefore used to simplify the complex 

relationship between 1) potential attraction to the farm for nutrients and protection from 

predators and fisheries, and 2) potential avoidance of areas with intense traffic (causing noise 

disturbance). The distance classes were likely characterized by the different degrees of traffic 

and fisheries in the following manner: 

Area Traffic Fisheries 

1. Near Installations medium to high low 

2. In Park high low 

3. Low Traffic area low likely low 

4. Outside high high 

2.6.2 Bottom depth and light regime 

Bottom depth was identified per sample as the average of the bottom detection per ping in 

each sample (see analysis from Echoview in Methods 2.4.1). Each sample was classified into 

a day or night category, based on the average time for dawn and dusk at Peterhead during the 

one-month sampling campaign: dawn 4:00 am, dusk 22:00. 

2.7 Statistical analysis and spatial interpolation 

Temporal and distance trends in the different measures of biomass/abundance are presented as 

loess smoothers of the points. Spatial interpolation, to obtain distribution maps, was done by 

kriging of the logged biomass index values (ABC) on a spatial grid of 1 km2 cells. An 

exponential spatial correlation variogram model was used and a maximum extrapolation 

distance of 2 km (i.e. the data in one echogram would not predict further than two cells away). 
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3 Results & Discussion 

3.1 Interpretation of figures 

Due to the complexity of the data and the large variability of results between different 

taxonomic groups, times of the day, bottom depths, etc, the results in this report are often 

presented in plots with multiple panels (plot sections), which show the same information (x 

and y axis) for different subsets of the data for comparative purposes.  

Figure 10 describes how to interpret a generic multiple-panels plot, which uses two variables 

(one numeric and one categorical, top and right grey labels) to subset the data. Since each 

variable has in this case two intervals or classes the plot has 2x2 panels with shared x and y 

axes (bottom and left black labels). The subset of data within each panel is shown in the panel 

title (dark grey rectangle). Continuous variables (eg. depth, time) are split into intervals for 

subsetting purposes. Brackets around intervals indicate if the interval includes " [ " or does 

not include "(" the intervals' extremes. 

 

Figure 10 A generic multiple-panel plot and how to interpret its content. 

3.2 Data sampled 

A total of 241 echosounder samples (10 min continuous recording) were taken within the area 

of operation (white box in Figure 5 and Figure 3), and 710 outside of it. With approximately 

10 min per sample, a total of 40 and 118 hours of acoustic backscatter data were sampled 

respectively in and outside of the area of operation (total = 158 h). 
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Due to logistical challenges in keeping the platform within the predefined area of operation 

(i.e. low wind and high currents), the echograms sampled during the campaign ranged from a 

min distance of 150 m to a maximum distance of 35 km from the turbines Figure 11. Most of 

the active transects (sampling in the area of operation) were done in the afternoon, but a 

certain amount of samples were also taken during morning and evening, very few samples 

were taken between midnight and 4 am (Figure 12). 

Two of the samples recorded near the installations included a probable anchoring chain 

detection in the backscatter signal (26 June at 09:24, see Figure 13, 7 July between 11:18 and 

11:22). 

 

 

 

Figure 11 Frequency of the distances of echosounder samples from the infrastructure. The colours 

represent the samples taken in the different distance categories form the installations (see Figure 8 for 

colour reference). 

 

 

 

Figure 12 Frequency of data samples per hour of the day. The colours represent the samples taken in 

the different distance categories form the installations (see Figure 8 for colour reference). 
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Figure 13 Screenshot from Blue Insight for the echogram of June 26th, showing the anchoring chain 

(dark red, left), removed in the analysed echogram output (right). 

 

3.3 Effect of environmental factors on fish biomass, density 
and vertical migration 

3.3.1 Bottom depth  

The bottom depth of the samples collected within the park area and in the low traffic area 

ranged between 100 and 120 m, while a much broader bottom depth range characterized the 

samples outside of this area (as shallow as 60 m, Figure 14). However, depths within 8 km 

distance form the park had a comparable range across all distance categories. 

 

An increasing trend in the overall biomass of zooplankton (Figure 15 A, top panel) and in the 

density of single fish targets (Figure 15 C) was found for areas with deeper bottom, while this 

trend was not apparent for schooling fish. It has to be noted that the ABC (area backscatter 

coefficient) is a measure of backscatter integrated throughout the water column, so ABC in 

deeper areas is integrated over a larger water volume than shallower areas. Sv (volume 

backscatter) however is proportional to the density of a school or layer per m3 of water and 

this index also showed a slight increase with bottom depth (Figure 15 B). 

An increasing biomass trend with bottom depth does not necessarily mean that the higher 

biomasses are located at depth. When looking at the biomass location in the water column 

(biomass depth), schools and layers showed varied patterns of total biomass. Despite the 

variety of the patterns, total biomass often peaked at mid depths and decreased in deeper 

waters (Appendix Figure 29 A) suggesting that biomass is not higher at depth. For single 

targets density seemed to peak at an average og 90 m depth, but not at its deepest (Appendix 

Figure 29 B). 

We can therefore conclude that the higher biomasses in areas with deeper bottom are either 

due to the higher water column (larger amount of space between surface and bottom to host 

fauna) and/or to a generally higher productivity of deeper areas (Buchan deep). 
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Figure 14 Bottom depth (y axis) of all echosounder samples based on their distance from the centre of 

the park (x axis) and the minimum distance from any installation (colour scale category). 

 

 








































